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scheduled to commence within 14 days
of receipt of the request for a hearing.

§ 92.515 Hearing procedures.

The procedures provided in § 86.1014–
84(i) through (s) of this chapter apply
for hearings requested pursuant to
§ 92.513 regarding suspension, revoca-
tion, or voiding of a certificate of con-
formity.

§ 92.516 Appeal of hearing decision.

The procedures provided in § 86.1014–
84(t) through (aa) of this chapter apply
for appeals filed with respect to hear-
ings held pursuant to § 92.515.

§ 92.517 Treatment of confidential in-
formation.

Except for information required by
§ 92.508(e)(2) and quarterly emission
test results described in § 92.508(e), in-
formation submitted pursuant to this
subpart shall be made available to the
public by EPA notwithstanding any
claim of confidentiality made by the
submitter. The provisions for treat-
ment of confidential information de-
scribed in § 92.4 apply to the informa-
tion required by § 92.508(e)(2) and all
other information submitted pursuant
to this subpart.

Subpart G—In-Use Testing
Program

§ 92.601 Applicability.

The requirements of this subpart are
applicable to all manufacturers and re-
manufacturers of locomotives subject
to the provisions of subpart A of this
part, including all locomotives powered
by any locomotive engines subject to
the provisions of subpart A of this part.

§ 92.602 Definitions.

Except as otherwise provided, the
definitions in subpart A of this part
apply to this subpart.

§ 92.603 General provisions.

(a) EPA shall annually identify en-
gine families and configurations within
families on which the manufacturer or
remanufacturer must conduct in-use
emissions testing pursuant to the re-
quirements of this section.

(1) Manufacturers and remanufactur-
ers shall test one locomotive engine
family each year for which it has re-
ceived a certificate of conformity from
EPA. Where a manufacturer holds cer-
tificates of conformity for both freshly
manufactured and remanufactured lo-
comotive engine families, the Adminis-
trator may require the manufacturer
to test one freshly manufactured en-
gine family and one remanufactured
engine family. The Administrator may
require a manufacturer or remanufac-
turer to test additional engine families
if he/she has reason to believe that lo-
comotives in an engine family do not
comply with emission standards in use.

(2) For engine families of less than 10
locomotives per year, no in-use testing
will be required, unless the Adminis-
trator has reason to believe that those
engine families are not complying with
the applicable emission standards in
use.

(b) Locomotive manufacturers or re-
manufacturers shall perform emission
testing of a sample of in-use loco-
motives from an engine family, as
specified in § 92.605. Manufacturers or
remanufacturers shall submit data
from this in-use testing to EPA. EPA
will use these data, and any other data
available to EPA, to determine the
compliance status of classes of loco-
motives, including for purposes of sub-
part H of this part, and whether reme-
dial action is appropriate.

§ 92.604 In-use test procedure.
(a) Testing conducted under this sub-

part shall be conducted on locomotives;
testing under this subpart shall not be
conducted using an engine that is not
installed in a locomotive at the time of
testing.

(b) Locomotives tested under this
subpart shall be tested using the loco-
motive test procedures outlined in sub-
part B of this part, except as provided
in this section.

(c) The test procedures used for in-
use testing shall be consistent with the
test procedures used for certification,
except for cases in which certification
testing was not conducted with loco-
motive, but with a development engine,
or other engine. In such cases, the Ad-
ministrator shall require deviations
from the certification test procedures
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as appropriate, including requiring
that the test be conducted on a loco-
motive. The Administrator may allow
or require other alternate procedures,
with advance approval. For all testing
conducted under this subpart, emission
rates shall be calculated in accordance
with the provisions of subpart B of this
part that apply to locomotive testing.

(d) Any adjustable locomotive or lo-
comotive engine parameter must be set
to values or positions that are within
the range specified in the certificate of
conformity. If so directed by the Ad-
ministrator, the manufacturer or re-
manufacturer will set these parameters
to values specified by the Adminis-
trator.

(e) The Administrator may waive
portions or requirements of the appli-
cable test procedure, if any, that are
not necessary to determine in-use com-
pliance.

§ 92.605 General testing requirements.

(a) Number of locomotives to be tested.
The manufacturer or remanufacturer
shall test in-use locomotives, from an
engine family selected by EPA, which
have accumulated between one-half
and three-quarters of the engine fam-
ily’s useful life. The number of loco-
motives to be tested by a manufacturer
or remanufacturer will be determined
by the following method:

(1) A minimum of 2 locomotives per
engine family per year for each engine
family that reaches the minimum age
specified above provided that no loco-
motive tested fails to meet any appli-
cable standard. For each failing loco-
motive, two more locomotives shall be
tested until the total number of loco-
motives tested equals 10, except as pro-
vided in paragraph (a)(2) of this sec-
tion.

(2) If an engine family has not
changed from one year to the next and
has certified using carry over emission
data and has been previously tested
under paragraph (a)(1) of this section
(and EPA has not ordered or begun to
negotiate remedial action of that fam-
ily), then only one locomotive per en-
gine family per year must be tested. If
such locomotive fails to meet applica-
ble standards for any pollutant, testing
for that engine family must be con-

ducted as outlined under paragraph
(a)(1) of this section.

(b) At the discretion of the Adminis-
trator, a locomotive or locomotive en-
gine manufacturer or remanufacturer
may test more locomotives than the
minima described above or may con-
cede failure before locomotive number
10.

(c) The Administrator will consider
failure rates, average emission levels
and the existence of any defects among
other factors in determining whether
to pursue remedial action. The Admin-
istrator may order a recall pursuant to
subpart H of this part before testing
reaches the tenth locomotive.

(d) Collection of in-use locomotives. The
locomotive manufacturer or remanu-
facturer shall procure in-use loco-
motives which have been operated for
between one-half and three-quarters of
the locomotive’s useful life for testing
under this subpart. The manufacturer
or remanufacturer shall complete test-
ing required by this section for any en-
gine family before useful life of the lo-
comotives in the engine family passes.

§ 92.606 Maintenance, procurement
and testing of in-use locomotives.

(a) A test locomotive must have a
maintenance history that is represent-
ative of actual in-use conditions, and
identical or equivalent to the manufac-
turer’s or remanufacturer’s rec-
ommended emission-related mainte-
nance requirements.

(1) In procuring in-use locomotives
for in-use testing, a manufacturer or
remanufacturer shall question the end
users regarding the accumulated usage,
maintenance, operating conditions, and
storage of the test locomotives.

(2) The selection of test locomotives
is made by the manufacturer or re-
manufacturer, and is subject to EPA
approval. Information used by the
manufacturer or remanufacturer to
procure locomotives for in-use testing
shall be maintained as required in
§ 92.215.

(b) The manufacturer or remanufac-
turer may perform minimal set-to-spec
maintenance on a test locomotive prior
to conducting in-use testing. Mainte-
nance may include only that which is
listed in the owner’s instructions for
locomotives with the amount of service

VerDate 11<MAY>2000 13:50 Aug 24, 2000 Jkt 190149 PO 00000 Frm 00513 Fmt 8010 Sfmt 8010 Y:\SGML\190149T.XXX pfrm08 PsN: 190149T


